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Cleaning and maintenance instructions for Luccon  
 
 
Impregnation: 
For hydrophobizing and impregnation of Luccon slabs the following products have been  
proven and tested: 
1. Colortech 200 from company Hebau 
2. Fleckstop MN from company Lithofin 
The slabs are hydrophobized ex works. After installation we recommend an additional applica-
tion of the enclosed protective impregnation/hydrophobizing* in accordance with the applicati-
on instructions of the manufacturer. The application can take place prior or after the installation 
of the Luccon slabs. The concrete surface is not accessible for 12 hours after treatment. 
 
————————————————————————————————————————————————————- 
 
Gluing: 
If the Luccon slabs are to be joined with an approp riate glue ensure that the glued sur-
faces do not come into contact with the hydrophobiz ing. 
 
————————————————————————————————————————————————————- 
 
Maintenance: 
If a decrease in the protection effect should be detected we recommend cleaning and subse-
quent recoating. A decrease in the protection effect takes place when water/moisture penetra-
tes the concrete surface. The time for renewal of the hydrophobizing/impregnation depends 
strongly on the degree of utilization. 
An overcoating with Colortech 200 can possibly lead to spotting/discoloration if the product 
cannot permeate into the absorptive ground! 
By using a clean cloth apply Colortech 200 as well as Lithofin MN Fleckstop with circular moti-
ons. The hydrophobizing will be immediately absorbed by the concrete. Remove excess mate-
rial with a dry cloth. Keep the amount low – a test run is recommended! 
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* Detailed informations of the product and sources of supply can be found on the website of: 
http://www.betzien.de/produkte/10LFMN08.htm (Lithof in MN) 
http://www.hebau.de/german/frm_downloadcenter.htm ( Colortech 200)  
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